Electromec™

LENZE AC TECH AC MOTOR SPEED CONTROLS

SCF SERIES DRIVES

The SCF series is designed for use with standard AC induction motors rated for 200, 208, 240, 400, 480
and 590 Volts. Output frequency range to 120 Hz is standard.

« Housed in rugged IP20 enclosure with finger safe terminals «  Optional NEMA 4X remote pad (see accessories page)

« Easy setup and operation «  Optional Electronic Programming Module
« Models available for thru-hole mounting o  Optional DIN rail mounting and dynamic braking kit.
208-240 Volt (1or 39) 208-240 Volt (39) 400-480 Volt (39) 480-590 Volt (39)
HP Model List Price Model List  Price Model List  Price Model List  Price
1/3 SF203Y $568
1/2 SF205Y $591 SF405 $663
1 SF210Y $637 SF210 $586 SF410 $712 SF510 $765
1.5 SF215Y $758 SF215 $694 SF415 $778
SF220Y $840 SF220 $765 SF420 $860 SF520 $914
SF230Y $1,021 SF230 $906 SF430 $957 SF530 $1,085
5 SF250Y $1,398 SF250 $1,170 SF450 $1,226 SF550 $1,326
7.5 R /\/ E/ SF275 $1,597 SF475 $1,597 SF575 $1,723
10 \ -/ / | sF2100 $1,910 SF4100 $1,910 SF5100 $2,040
15 <_Ask us about the ] SF2150 $2,555 SF4150 $2,506 SF5150 $2,655
20 <) New SMVector < SF2200 $3,131 SF4200 $3,067 SF5200 $3,246
25 > Drives~ [ SF4250 $3,648 SF5250 $3,840
30 ) AT SF4300 $4,239

|
SCM/SCL SERIES DRIVES
For applications that don't require the advanced functionality of the SCF Series, the SCM is the right drive for sim-
ple speed control applications or as a superior alternative to reversing, soft-starting, or multi-speed motors. Like all
SC Series Drives, the SCM utilizes the innovative EPM memory module for fast, error free drive configuration.

Power Range: 1/3 HP to 5 HP (0.25 kW to 4 kW) Enclosure: P20, optional "thru-hole" mounting
Voltage Range: Input 1 Phase: Control I/O- 11 isolated terminals:
120 (with internal voltage doubler) or 230 valts. Digital: 5inputs, 1 open-callector & 1 relay output
3 Phase: 230 or 480 volts. Analog: 2 selectable inputs
Output: 230 or 480 volts 3 Phase
208-240 Volts
Input Voltage 120 Volt (1) 208-240 Volt (19) 208-240 Volt (30) 400-480 Volt (39) With Integrated
Line Filter **
HP Model List Model List Model List Model List Model List
1/3 SM004S $410 SM204S $351 SL204S $364
1/2 SMO005S $448 SM2058 $381 SM205 $379 SM405 $504 SL205S $394
3/4 SM208S $410 SL208S $422
1 SMO010S $594 SM210S $428 SM210 $422 SM410 $540 SL210S $448
1.5 SMO015S $671 SM215S $545 SM215 $502 SM415 $584 SL215S $568
2 SM220S $614 SM220 $568 SM420 $625 SL220S $635
\V/] SM230S $663 SM230 $630 SM430 $684 SL230S $689
5 -7 SM250 $804 SM450 $822
, —Ask us about the SM275 $1,114 SM475 $1,065
1 New SMVector < sM2100 | $1,334 sM4100 | $1,275
D"N SM2150 | $2,043 | sSwm4150 | $1,503

*Drives with the 'S'suffix, when connected to 120 V single phase will output 230 V three phase at 60
Hz for use with standard 3-phase induction motors. These models may also be used on single-phase 230 AC supplies. For physical
dimensions of IP20 enclosures, contact Phelan Bros

** Designed to meet Europe’s noise (EMI and RFI) requirements, the SCL integrates a line filter into the drive package. This can eliminate the need for
separate line filtering at the installation to comply with local standards.
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LENZE AC TECH AC MOTOR SPEED CONTROLS
SCF THRU-HOLE MOUNT MODELS

Ask us about the
New SMVector

The through-hole mount design allows the drive heat sink to be mounted outside of the Drives
enclosure for effective heat transfer. Heat sink has no fans so up to NEMA 4X can be /\/\/\J\‘
208-240 Volt (1 or 3Q) 208-240 Volt (39) 400-480 Volt (3Q) 480-590 Volt (30)
HP Model List Model List Model List Model List
1 SF210YF $701 SF210F $704 SF410F $829 SF510F $883
15 SF215YF $835 SF215F $765 SF415F $858
2 SF220YF $924 SF220F $842 SF420F $947 SF520F $1,006
3 SF230YF $1,124 SF230F $998 SF430F $1,055 SF530F $1,196
5 SF250YF $1,677 SF250F $1,288 SF450F $1,349 SF550F $1,459
75 SF275F $1,915 SF475F $1,882 SF575F $2,007
10 SF2100F $2,368 SF4100F $2,237 SF5100F $2,368
15 SF2150F $3,645 SF4150F $3,305 SF5150F $3,446
20 SF4200F $4,119 SF5200F $4,321
o5 SF4250F $4,849 SF5250F $5,041
TCF Series Sensorless Vector Motor Control: IP20 models
For Applications that require wide speed ranges without loss of torque. The TCF offers superior performance in a compact
package. Auto-tuning function simplifies set-up in vector mode. While in vector operation, the TCF can be configured to
operate in either speed or torque mode.
208-240 Volt (1 or 30) 208-240 Volt (30) 400-480 Volt (3@) 480-590 Volt (3@) p—-—
AP Model List Model List Model List Model List L] ok
112 TF205Y $591 TF405 | $663 "-__-.._.:""* B -J
1 TF210Y $637 TF210 | $586 | TF410 | $712 TF510 $765 = =
15 TF215Y $758 TF215 $694 TF415 $778 E e =
TF220Y $840 TF220 | §765 | TF420 | $860 TF520 $914 = o ACTech
TF230Y $1,021 TF230 $906 TF430 $957 TF530 $1,085 “% f
TF250 $1,170 TF450 $1,226 TF550 $1,326 \‘\"‘: -
75 TF275 $1,597 TF475 $1,597 TF575 $1,723 w
10 TF2100 $1,910 |TF4100 $1,910 TF5100 $2,040

SCD Series - Full Featured with Device Net - IP20 models

With the most features, smallest package and lowest cost for a DeviceNet compatible drive in the sub-micro category, the
SCD simply offers the highest value to OEM's and Users that need a DeviceNet ready variable speed drive.

Power Range: 0.25 HP to 25 HP (0.18 kW to 18.5 kW)
Voltage Range:

Input: 208 volt 10 to 590 volts 30

Output: 208 volts to 590 volts 39

Enclosure: IP20, optional "thru-hole" mounting
Control /0 18 isolated terminals:

Digital: 5 inputs, 2 outputs

Analog: 2 inputs, 2 outputs

" 208-240 Volt (1 or 39) 208-240 Volt (30) 400-480 Volt (39) 480-590 Volt (39)
Model List Model List Model List Model List

113 SD203Y $960 - i

1/2 SD205Y $983 SD405 | $1,055 :

1 SD210Y $1,029 SD210 $978 SD410 | $1,103 SD510 $1,157 ﬁ

15 SD215Y $1,149 SD215 | $1,085 | SD415 | $1,170 —~
SD220Y $1,231 SD220 | $1,157 | SD420 | $1,252 SD520 $1,306 %
SD230Y $1,413 SD230 | $1,298 | SD430 | $1,349 SD530 $1,477 %
SD250Y $1,789 SD250 $1,562 SD450 $1,618 SD550 $1,718 | %

75 SD275 | $1,989 | SD475 | $1,989 SD575 | $2.115 ‘ hw

10 SD2100 | $2,301 |SD4100 [ $2,301 SD5100 | $2,432

15 SD2150 | $2,947 |sSD4150 | $2,898 SD5150 | $3,046

20 SD2200 | $3,523 |SD4200 | $3,459 SD5200 | $3.638

25 SD4250 | $4,040 | SD5250 | $4,232

30 SD4300 | $4,631
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LENZE AC TECH AC MOTOR SPEED CONTROLS Ask us about the
SCF/SCM SERIES ACCESSORIES New SMVector
DIN RAIL MOUNTING KITS Drives
DESCRIPTION PART NO. PRICE
Set of six DIN Rail Mounting kits for 'A' size drives and DB modules 844-001 $120
Set of six DIN Rail Mounting Kits for 'B' or 'A’ size drives and DB modules 844-002 $133
Set of six DIN Rail Mounting Kits for 'C size drives and DB modules 844-003 $159
Braking Modules with Built-in Resistors g2
Voltage 208/230V_ [  400/480V | 480/590 V _ ¥4 B
HP Part number 1 | e
1/4-1/2 845-206 845-406 - $200 Mg ﬁ
1-1-1/2 845-209 845-409 845-409 $236 R ¥
2-3 845-211 845-411 845-411 $320 .--""""j__. J T -
5 845-213 845-413 845-413 $417 T
7-1/2 845-214 845-414 845-414 $525 Brake module with optional DIN
10 845-215 845-415 845-415 $635 mounting kit
Braking Modules without Resistors
15-20 845-200 N/A N/A $269
15-25 N/A 845-400 845-500 $269
Open Dynamic Braking Resistors with mounting brackets
HP List Price 208 to 230 V 400 to 480 V 480 to 590 V
15-20 $297 841-009 841-009 841-010
25 $502 N/A 841-011 841-012
30 $502 N/A 841-011 N/A
Electronic Programming Modules (EPM)
Item Description Part Number List Price
EPM Programmer (includes 4 "D" Cell batteries installed) EEPM1RA $586
EPM Bulk Pack (contains 12 electronic programming modules) EEPM2BA $125
Configuration EPM for Parameter Version XXX 844-xXxX' $51

"Required Parameter Version Must be specified in suffix of part number (ex. 844-312). Configuration

EPM's cannot be ordered as single line items. Configuration files can be downloaded through TechLink
software, available free from the AC Tech web site (http://www.actechdrives.com).

| CE FILTERS (FOR USE WITH SCM SERIES) |

Maximum 3 Phase REMOTE KEYPAD KIT i
Drive Input Part No Price Item Description Part Number List Price
Amps ) SCM/SCL Series Remote Keypad 844-240 $123
8 506-308 $227 SCF Series Remote Keypad 844-200 $164
10 506-310 $268 | [TCF Series Remote Keypad 844-250 $156
20 506-320 $364

APPLICATION SPECIFIC VERSIONS

DESCRIPTION PART NO. PRICE ADD-ON
Pl set-point control function add 'P' to drive model no. $102
High Frequency Output option increases motor Add 'V to drive model no. $102
frequency up to 1000 Hz *

* De-rating for operation at high frequency may be required. Consult operation manual.
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LENZE AC TECH AC MOTOR SPEED CONTROLS Ask us about the

New SMVector
MC SERIES WITH NEMA 1 (GENERAL PURPOSE) ENCLOSURES Drives,
FEATURES INPUT | o OUTPUT GENERAL HVAC LIST
Rugged, reliable, flexible HP VOLTAGE AMPS PURPOSE DUTY PRICE
Available in two versions: 1/ 240/120 1 14 M1103SB M3103SB $1,005
gggﬁggltig?:stnal and HVAC 172 240/120 1 22 M1105SB M3105SB $1,117
Operates at frequencies up 240 1 2.2 M1205SB M3205SB $1,025
to 14 kHz _ 240/200 3 2225 M12058 M32058 $1,025
ég—scyh?(;a;rtggrg ;Cglr':dl‘gp%rate 1 240/120 1 4.0 M1110SB M3110SB $1,215
Inputs for potentiometer, 240 1 4.0 M1210SB M3210SB $1,117
0-10 VDC, 4-20 mA and floating 240/200 3 4.0/4.6 M1210B M3210B $1,117
%ejtggigtincmde 0-10 VDC 480/400 3 20/2.3 M14108B M34108B $1,299
or 4-20 mA speed and load indi- 590 3 1.6 M1510B M3510B $1,467
cating, two open collectors and 112 | 240120 1 52 M1115SB M3115SB $1,313
é%?:lgée% ?# >r<]|<la|g\r/3;/._d uty steel 240 1 52 M1215SB M3215SB $1,229
enclosures. 240/200 3 5.2/6.0 M12158 M32158 $1,201
NEMA 1 units are vented and 2 240 1 6.8 M1220SB M3220SB $1,285
gé?i%rt\glsgugl i:r;;b;glr;ty card 240/200 3 6.8/7.8 M12208 M32208 $1,229
Optional brake card and resistor. 480/400 3 3.4/3.9 M1420B M3420B $1,450
590 3 27 M1520B M35208 $1,604
3 240 1 96 M1230SB M3230SB $1,369
240/200 3 9.6/11.0 M1230B M3230B $1,313
480/400 3 48/55 M1430B M34308 $1,607
590 3 3.9 M15308 M35308 $1,789
5 240/200 3 15.2/17.5 M1250B M32508 $1,803
480/400 3 7.6/8.7 M1450B M3450B $1,926
590 3 6.1 M15508 M35508 $2,120
712 | 2401200 3 22/25 M12758 M32758 $2,338
480/400 3 11.012.6 M14758 M34758 $2,534
590 3 9.0 M15758 M35758 $2,769
10 240/200 3 28/32 M12100B M32100B $2,996
480/400 3 1416 M14100B M34100B $3,248
590 3 11 M15100B M351008 $3,710
15 240/200 3 42/48 M121508 M321508 $3,794
480/400 3 21/24 M14150B M34150B $3,062
590 3 17 M151508 M351508 $4,536
20 240/200 3 54/62 M122008 M322008 $5,026
480/400 3 27/31 M14200B M342008 $5,026
590 3 22 M152008 M352008 $5,586
25 240/200 3 68/78 M122508 M322508 $6,300
480/400 3 34/39 M142508 M34250B $5,992
590 3 27 M152508 M352508 $6,706
30 240/200 3 80/92 M12300B M32300B $7,308
480/400 3 40/46 M14300B M34300B $6,580
590 3 32 M15300B M35300B $7,406
40 480/400 3 52/60 M14400B M34400B $7,546
590 3 41 M154008 M354008 $8,386
50 480/400 3 65/75 M14500B M345008 $9,100
590 3 52 M155008 M355008 $10,178
60 480/400 3 77/88 M14600B M34600B $10,248
590 3 62 M156008 M356008 $11,382
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LENZE AC TECH AC MOTOR SPEED CONTROLS

MC SERIES WITH NEMA 4/12 & 4X ENCLOSURES

FEATURES

« Three types of rugged enclosures: NEMA4 (wash down), « Inputs for potentiometer, 0-10 VDC, 4-20 mA and floating
NEMA 12 (Dust tight) and NEMA 4X (stainless steel) set point

« Available in two versions for general industrial and HVAC  Outputs include 0-10 VDC or 4-20 mA speed and load
applications indicating, two open collectors and 120 VAC aucxiliary

» Operates at frequencies up to 14 kHz
« 16-character, backlit LCD
« Easy to program and operate

Enclosed in heavy-duty steel enclosures.
Optional NEMA 4 keypad mounting kit
Optional auxiliary relay card

Optional brake card and resistor

INPUT outpuT INEMA 4/12 NEMA 4X
HP | yoLTace | PHASE | “amps | GENERAL | HVAC LIST | GENERAL LIST
PURPOSE | puTY PRICE | PURPOSE | PRICE
1/4 240/120 1 1.4 M1103sC | m3103sc | $1,240 | m1103sE | $1,538
112 240/120 1 22 M1105sC | m3105sc | $1,360 | m1105sE | $1,705
240 1 22 M1205SC | M3205sC | $1,271 | M1205SE | $1,568
240/200 3 2225 M1205C | M3205C $1,271 M1205E $1,568
1 240/120 1 4.0 M1110SC | m3110sc | 1484 | m1110sE | $1,828
240 1 4.0 M1210SC | M3210SC | $1,386 | M1210SE | $1,682
240/200 3 4.0/4.6 M1210C | M3210C $1,386 M1210E $1,682
480/400 3 2.0/2.3 M1410C | M3410C $1,554 M1410E $1,850
590 3 1.6 M1510C | M3510C $1,713 M1510E $2,010
112 | 240120 1 52 M1115SC | M3115sC | $1,744 M1115E $2,248
240 1 52 M1215SC | M3215SC | $1,500 [ M1215SE | $1,845
240/200 3 5.2/6.0 M1215C | M3215C $1,467 M1215E $1,764
2 240 1 6.8 M1220SC | M3220sC | 1,579 | M1220SE | $1,924
240/200 3 6.8/7.8 M1220C | M3220C $1,523 M1220E $1,868
480/400 3 3.4/3.9 M1420C | M3420C $1,750 M1420E $2,004
590 3 27 M1520C | M3520C $1,901 M1520E $2,246
3 240 1 96 M1230SC | M3230sc | 1,674 | mM1230sE | $2,019
240/200 3 96/11.0 | M1230C | M3230C $1,616 M1230E $1,960
480/400 3 4.8/5.5 M1430C | M3430C $1,904 M1430E $2,248
590 3 39 M1530C | M3530C $2,083 M1530E $2,752
5 240/200 3 1521175 | m1250c | M3250C $2,232 M1250E $2,736
480/400 3 7.6/8.7 M1450C | M3450C $2,220 M1450E $2,565
590 3 6.1 M1550C | M3575C $2,408 M1550E $2,752
7-12 | 240/200 3 22/25 M1275Cc | Mm3275C $2,806 M1275E $3,366
480/400 3 11.0/126 | Mm1475C | M3475C $2,976 M1475E $3,480
590 3 9.0 M1575C | M3575C $3,208 M1575E $3,713
10 240/200 3 28/32 M12100C | M32100C | $3,539 | M12100E $4,197
480/400 3 14/16 M14100C | M34100C | $3,755 | M14100E | $4,315
590 3 11 M15100C | M35100C | $4,208 | M15100E | $4,768
15 240/200 3 42148 M12150C | M32150C | $4,384 | M12150E $5,127
480/400 3 21/24 M14150C | M34150C | $4,516 | M14150E | $5,160
590 3 22 M15150C | M35150C | $5082 | M15150E | $5726
20 240/200 3 54/62 M12200D | M32200c | $5,628 - ;
480/400 3 27/31 M14200C | M34200C | $5628 | M14200E | $6,370 | ¢ e
590 3 17 M15200C | M35200C | $6,185 | M15200E | $6,927
25 480/400 3 34/39 M14250D | M34250D | $6,678 - ;
590 3 27 M15250D | M35250D | $7,380 - : i
30 480/400 3 40146 M14300D | M34300D | $7,277 - ]
590 3 32 M15300D | M35300D | $8,092 - :
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LENZE AC TECH AC MOTOR SPEED CONTROLS

MC SERIES ACCESSORIES
REMOTE KEYPAD
DESCRIPTION PART NO. |PRICE
To order a new drive with a remote keypad factory installed: MC Series Re- "P" suffix  |$190
mote Keypad with panel mounting bezel (NEMA 4)
2.5 foot remote keypad cable 817-455 |$50
5 foot remote keypad cable 817-456 |$78
10 foot remote keypad cable 817-457 |$134
To modify existing standard drives: MC1000 Remote Keypad Kits - 2.5 foot  |840-031 $336
MC1000 Remote Keypad Kits - 5 foot 840-051 $386
MC1000 Remote Keypad Kits - 10 foot 840-101 $406
MC3000 Remote Keypad Kits - 2.5 foot 840-032 |$336
MC3000 Remote Keypad Kits - 5 foot 840-052 |$386
MC3000 Remote Keypad Kits - 10 foot 840-102 |$406
DYNAMIC BRAKING BOARD * °
HP 200/240 V 400/480 V 590 V
1/4 N/A N/A N/A
1/2 $129 N/A N/A
1-3 $129 $129 $129
5 $185 $185 $185 ADDITIONAL FORM C RELAY BOARD *
HP 200/240 V 400/480 V 590 V
4,5
DYNAMIC BRAKING & ADDITIONAL FORM C RELAY BOARD 4.5 598 598 598
HP 200/240 V 400/480 V 590 V 7-1/2 - 25 $154 $154 $154
7-1/2 - 25 $212 $212 $212 30 - 40 N/A $154 $154
30 - 60 N/A $212 $212 50 - 60 N/A $154 N/A
DYNAMIC BRAKING RESISTORS °
Voltage 200/240 400/480 590
HP Model Price Model Price Model Price
1/2 841-001 $129 N/A - N/A -
1 841-002 $129 841-002 $129 N/A -
1-1/2 841-002 $129 N/A - N/A -
2 841-003 $129 841-003 $129 841-003 $129
3 841-005 $185 841-005 $185 841-004 $185
5 841-006 $185 841-006 $185 841-005 $185
7-1/2 841-007 $212 841-007 $212 841-008 $212
10 841-007 $212 841-007 $212 841-008 $212
15 841-009 $325 841-009 $325 841-010 $325
20 841-009 $325 841-009 $325 841-010 $325
25 841-011 $549 841-011 $549 841-012 $549
30 N/A - 841-011 $549 841-012 $549
40 N/A - 841-013 $716 841-014 $716
50 N/A - 841-015 $828 841-016 $828
60 N/A - 841-015 $828 841-016 $828

NOTES

1. The remote keypad is available with chassis or NEMA 1 models only. To order a drive with the remote keypad option factory installed, add the suffix 'P' to
the standard MC series part number (i.e., M1230BP), and indicate the part number for the desired cable (i.e., 817-456). To order a remote keypad to modify
an existing MC series drive, order the appropriate remote keypad part number (i.e. 840-051).

2. For units up to 5 hp, add the suffix 'J' to the standard MC series part number to add the dynamic braking board (i.e. M1420BJ). MC series drives above
5 hp that require dynamic braking must use the dynamic braking & additional Form C relay board. Please contact Phelan Bros.

3. Add the suffix 'H' to the standard MC series part number to add the additional Form C relay board (i.e. M1205BH).

4. For units above 5 hp, add the suffix 'K' to the standard MC series part number to add the dynamic braking and the additional Form C relay board (i.e.
M15250BK). MC series drives below 7.5 hp are not available with the dynamic braking and additional Form C relay options.

5. Dynamic braking resistors are required with the dynamic braking board option and are listed below.

6. Dynamic braking resistor pricing is for open resistors on mounting brackets.



SSu

s#% Electromec™

RAAS 22 mm PUSHBUTTONS, SELECTOR SWITCHES, PILOT LIGHTS & CONTROL STATIONS

Operating Heads for Push Buttons, Spring Return - IP65
Control Units with chromium plated metal bezel

Description Colour Reference Price
White RB2-BA1 5.00
Black RB2-BA2 5.00
T Green RB2-BA3 5.00
g FLUSH PUSH BUTTON Red RB2-BA4 5.00
SPRING RETURN Yellow RB2-BA5 5.00
Blue RB2-BA6 5.00
1 RB2-BA334 5.50
i RB2-BA335 5.50
White RB2-BL1 5.00
Black RB2-BL2 5.00
PROJECTING PUSH BUTTON Green RB2-BL3 5.00
SPRING RETURN Red RB2-BL4 5.00
Yellow RB2-BL5 5.00
Blue RB2-BL6 5.00
White RB2-BP1 7.75
Black RB2-BP2 7.75
BOOTED PUSH BUTTON -
SPRING RETURN Green RB2-BP3 7.75
P66 Red RB2-BP4 7.75
Yellow RB2-BP5 7.75
Blue RB2-BP6 7.75
White RB2-BA18 7.20
Black RB2-BA28 7.20
FLUSH PUSH BUTTON -
\ ‘ SPRING RETURN WITH Green RB2-BA38 7.20
- TRANSPARENT BOOT IP66 Red RB2-BA48 7.20
Yellow RB2-BA58 7.20
Blue RB2-BA6S 7.20
DIAMETER Black RB2-BC2 8.00
MUSHROOM Green RB2-BC3 8.00
HEAD PUSHBUT- Red RB2-BC4 8.00
TON 40mm
SPRING RETURN Yellow RB2-BC5 8.00
Blue RB2-BC6 8.00
MOMENTARY 60mm Black RB2-BC-62 18.00
MUSHROOM 60mm Green RB2-BC-63 18.00
60mm Red RB2-BC-64 18.00
PUSHBUTTON 40mm RB2-BS54 11.50
TURN TO RELEASE 60mm RB2-BS64 1150
MUSHROOM HEAD 2o
PUSHBUTTON e
KEY RELEASE 40mm RB2-BS14 11.50
RAAS KEY NO. 455
MUSHROOM HEAD
PUSHBUTTON 40mm RB2-BT4 11.50
PUSH TO STAY —r
AND PULL TO RE- e g
LEASE (Pre Marked) RB2-BT43 11.50
To Order Operating Heads with Black metal bezel Add Suffix 7' To Above E.G. RB2-BA334 Becomes
RB2BA3347
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RAAS 22 mm PUSHBUTTONS, SELECTOR SWITCHES, PILOT LIGHTS & CONTROL STATIONS

Double Headed Push Buttons, Selector Switches & Key Switches
Control Units with Chromium plated metal bezel

Operating Heads for Double Headed Push buttons, Spring Return w/o Pilot Light- IP40
Description Marking Colour Reference | PRICE
2 FLUSH PUSH BUTTONS W/O PILOT LIGHT IO Green/Red | RB2-BA87 8.90
Operating Heads for Double Headed Push buttons, With Pilot Light - 1P40
1 FLUSH PUSH BUTTON I Green
1 PILOT LIGHT (IN CENTRE) Amber | RB2BW9 10.80
1 FLUSH PUSH BUTTON 0] Red
Available with assembly unit & with the following options:
FILAMENT BULB Clear
NEON BULB Amber
LED Amber
OPERATING HEADS FOR SELECTOR SWITCHES - IP65
Description Type Operator Reference Price
2 POSITION |STAY PUT STANDARD HANDLE [RB2-BD2 16.00
LONG HANDLE RB2-BJ2 17.00
SPRING RETURN TO CENTRE STANDARD HANDLE [RB2-BDR2 16.00
FROM RIGHT & LEFT LONG HANDLE RB2-BJR2 17.00
3 POSITION |STAY PUT STANDARD HANDLE [RB2-BD3 16.00
LONG HANDLE RB2-BJ3 17.00
SPRING RETURN STANDARD HANDLE [RB2-BDR3 17.60
LONG HANDLE RB2-BJR3 18.60
1 SPRING RETURN STANDARD HANDLE [RB2-BD8 16.00
RIGHT TO CENTRE LONG HANDLE RB2-BJ8 17.00
1 SPRING RETURN STANDARD HANDLE [RB2-BD7 16.00
LEFT TO CENTRE LONG HANDLE RB2-BJ7 17.00
Operating Heads for Key Switches (Raas Key No. 455) - IP65
Description Type Key removal Reference Price
2 POSITION LH POSITION RB2-BG2 24.00
STAY PUT RH POSITION RB2-BG02 24.00
ALL POSITIONS RB2-BG4 24.00
1 SPRING RETURN RIGHT TO LH POSITION RB2-BG6 | 24.00
3 POSITION CENTRE POSITION | RB2-BG3 24.00
LH AND RH RB2-BG5 | 24.00
STAY PUT POSITION
ALL 3 POSITIONS RB2-BGO 24.00
RH POSITION RB2-BG09 24.00
LH POSITION RB2-BG9 24.00
STAY PUT TO LEFT SPRING RE-
TURN FROM RIGHT TO CENTRE CENTRE POSITION | RB2-BG8 24.50
SPRING RETURN TO CENTRE
FROM RIGHT & LEFT CENTRE POSITION | RB2-BG7 24.00

Operating Heads with Black metal bezel TO ORDER ADD SUFFIX 7' TO ABOVE e.g. RB2-BG2 BE-
COMES RB2-BG27

For legend plates refer page 53
For contact assemblies refer page 50
For accessories refer page 52
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